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NP]C/RT-226/64 .
Launch Site A (TDI Site 1) v 57-41N 56-13E

" Launch Site B (TDI Site 2) . 57-43N° 55-55E
La;mcﬂz-"sne,c (TDI Site 3) . 57-37N 56-07E
Launch'Site D (TDI Site 6) ' 57-45N 56-00E
Launch. Site E (TDI Site 5) 57-4IN 55-48E

A Site F (TDI Site 4) o 56-04E

\ comPLEX
SUBPORT.
P

NPIC H-0021 (4/84)

FIGURE 1. LOCATION OF LAUNCH COMPLEX.
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NPIC /R -226/64

ICBM COMPLEX, PERM, USSR

INTRODUCTION

The Perm ICBM Complex is situated 18.5
nm south of Perm and 25 nm northwest of:
“"Kungur. It is in a generally wooded area,
having an elevation range of 700-1,235 feet.
" 'The complex consists of a complex support
facility, 'a rail-to-road transfer . point, and
6 launch areas: 3 Type LB, 2 Type 1ID, and
one Type IIIA. The five Type Il launch sites
are oriented on an azimuth of 315 degrees

I - .o o i e
T oc: I

Earth scarring for construction of the com-

' plex support facility and the transfer point was .~
The complex cannot negated.’ e-.

25X1D
25X1D

uent missions revealed one launch area u- 25X1D

Four SA-2 SAM sites have been xdem:iﬁed
around the complex:
Perm SAM Site BO01-2,
Perm SAM Site B10-2,
Perm SAM Site B32-2,
Perm SAM-Site D27-2,

COMPLEX SUPPORT FACILITY

" ""Thé complex support facility (57-42N 56-
19E) is 18.6 nm south of Perm, at the eastern

" end of the complex. It is rail served by a spur
from the Perm-Kungur rail line and road served
from .the Perm-Kungur highway. It consists of

.- a railhead and storage area, two administration
and housing areas, and a probable motor pool
(Figures'2, 3, and 4).

The railhead and storage area,»ap‘prroxi-
‘mately 5,000 by 2,500 feet, is served by four
- spurs branching ‘from the main spur off the
Penn-l(ungixr rail line. The.spurs-range from
about 2,225 feet to 3,250 feet in length and from’
about 105 feet to 545 feet in separation. The main

_ spur, which extends beyond the complex support
facility, is approximately: 4 nm long. The

~ batch plants.

raxlhéad and storage area isheavily scarred and
contains 23 bmldxngs of various sizes and 2
One administration' and housing
area, adjacent to the northern side of the rail-
head and storage area,.comntains approximately
65 buildings of various sizes, includihg: 35
barracks type. A road extends 1.9 nmdue north
from the railhead and storage aréa, thr_oﬁgh
the administration and housing area to the
second administration and housing area, which

contains at least 223 buildings, ificluding about

61 barracks type and 4 U-shaped.

Between the two administration and housing
areas are the probable motor pool area, which
contains at least 16 buildings of various sizes;
a power trace; and the Yug River. :

" RAIL-TO-ROAD TRANSFER POINT

*"The rail- to-road transfer point (57-42N
566-17E) is approximately 3,000 feet southwest
. of: the railhead and storage area, near the

ternunus of t_he spur that extehds west from .
the complex support facility (Figure 5). There

was unidentifiable ground scarring in the gen-

. 1-
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. NPIC/R-226/64 R

'. 25_7(1D " eral a¥éa ‘in _ complex main road by wide-radjus turns. Eleven

\ but the transfer point was not identified > buildings of various sizes are Within the transfer
4 25X1D ‘”The transfer point point, which' is enclosed by p security fence
; " con a loop road encompassing an ared,. that encompasses an area aboft 1,870 by 1,300

1950 by 350 feet, which is connected to the feet. A power trace approaches the transfer .

5

RAIL SPUR LENGTH
2,335 2,700 " 15 Buildings 140' x 45
2,225 3,250 20 Buildings 110 x 30
16 Buildings 70" x 30

\ RAIL SPUR SEPARATION PROBABLE MOTOR POOL AREA .
Vs 7 . 9 Buildings 110 x 300

275" -1 Building 210" x S50 -
. : 1 Building - | 165' x 35

o
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FIGURE 3. SECOND ADMINISTRATION AND HOUSING A;?EA'i
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i 26 Buildings 110" x
- 35 Buildings 140" x
10 Buildings 35 x

9 Buildings 220

1 Building T 365

1 Building 185'

3 U-shaped buildings lgg

1 U-shaped building 165°
70

X
X
X
x-
X
x
X

- L _Teail .-
- moo .__®o0 1 1890
| FEET (APPROXIMATE) .~

NPIC H-9024 (4/84

FICURE 4. LAYOUT OF SECOND ADMINISTRAﬁON AND HOUSING AREA.

-4 -

TOP SECRET RUFF




CCUNIDENTIFIED
. STORKAGE AREA

;. FEET (APPROXIMATEJ'

RAIL-TO-ROAD TRANSFER POINT
1 Building 180° x 55'
. 1 Building 115' x 80
1 Building 100 x 45
1 Building 100" x 40"
1 Building - 110" x 30

FIGURE 5. RAIL-TO-ROAD TRANSFER POINT.

point' from near the complex support facility.
An ri.m.l_dentiﬁéd_ fenced storage area, 1,430 by
. 395 feet, is just west of the transfer point

"LAUNCH

Launch Area A consists of a completed

A. Type IIB launch site and a site support facility

) ; . (Figure 6). It is 3.4 nm west-southwest of the

. [ complex support facility. Although earth scar-
25X1«D. - . ring was apparent in this area in

. 25X1D the launch area was not identi-

tion date could not be determined.

v . The Taunch site was considered complete in
"It is in a wooded
-area that was cleared for the site. Portions of

..a ‘security fence are visible around the site.

~5-

AREA A~

NPIC H-0028 {4/64)

at the terminus of:the rail spur. It contains

two small buildings along the rail spur.

’ Eleven buildings. are ‘within the launch site.

An earth-mounded missile-ready building is
800 feet behind the left pad; It is canted inward
about 45 degrees. Two center buildings, one
of which is bunker are between ‘the pads.

The site support facility is 1,400 feet'south-
east of the launch site. Ithas one administration
and housing séction containing two groups of

TOP- SECRET RUFF
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" LAUNCH SITE

Pad orientation - 315¢
tion

separa :
Missile-feady building ~ 170 x 125"
Center buildings . 130" x 95"
o - 85' x 8%

2 Buildings 45' x 4%
2 Erector/shelters 85 Long

NPIC H-9026 (4/64)

FIGURE 6. LAUNCH AREAA. ~ .

i buildmgs. ‘Thirty Jbarracks-type buildings are - type and 7 smaller buildings. A power trace,
in one - group; the other contains 8 barracks- enters the facility from the west.

LAUNCH AREA B

_ Launch Area B consists of a compie;ed (Figﬁre 7). It is 13.8 'nm west of the complex
. Type IIB launch site and a site support facility support facility. The launch area was firsc'‘

-6 -
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“LAUNEH SITE

Pad orientation 315°-

Pad separation 980"

Missileteady building 170" x 125',
. 1 Center building 130

.~ 1 Building
1 Building
1 Building .
2 Buildings

FIGURE 7. LAUNCH AREA B. -

and can be

_ The. launch site was considered complete
in It is situated in a
wooded area. Thirteen buildings are within the
security-fenced site, which covers an area ap-
proximately 1,975 by 1,900 feet. One missile-
ready building is 650 feéet behind the right pad
and canted outward about 45 degrees. Two

_SITE SUPPORT FACILITY
ADMINISTRATION AND HOUSING SECTION

110" x 30* .
140" x 45*
160" x 60°

30 Buildings
13 Buildings
. 1 Building

NPIC H-9027 (4/ea)

large and two smaller center buildings, one of
them ‘bunkered, are between the pads. On each
d is an unidentified object.

The site support facility is1,400 feet south-

" west of the launch site. It has one administra-

tion and housing section containing 65 buﬂdmgs.
This number includes 43 barracks-type, one

-7 -
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: 'j;?lcm'-zz_s/a

L- haped, andone H-shaped buﬂdings. ApoWer . facility ‘from. the direction of Launch Area D
; ac,e approaches the southern extremiues of the and proceeds toward Launch Area E. ) el

1

LAUNCH AREA C

. Launch Area C consists of a cornpleted area started as early as

- ‘Type* IIB l'aunch site and a sné’ support facility negated on
(Figure 8). It is 8.2 nm southwest of the com- -
plex support faci.lity. Construction for the launch

LAUNCH SITE ! A ' SITE SUPPORT FACILITY -
- o ADMINISTRATION AND HOUSING SECTION

Pad orientation - 315"” : 18 Buildings 110 x 30

Pad separ 7 Buildings - 140 x 45'

Missile-ready building 170" x 125* 1 Building 160 x 40°

Center buildings 150" x 70¢0 - 1 Building 200 x 40" -
90 x 70° 2 Buildings 30

1 Building 80" x 50 - 3 L-shaped

2 Buildings 45' x 45 buildings

2 E:ectu/shelters 85' Long .

NPIC H-0028 (4/84)

FIGURE 8. LAUNCH AREA C.

-8
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The launch site was considéréd complete in
It isina cleared -~

por;ion of a wooded area.  Twelve buildings are
.within the security-fenced site, which covers an .
a:ea,appi‘oximately 2,200 by 2, 100 feet. Amis-
si].e-ready building ‘is 650 feet behind the left’
- pad-andicanted outward about 45 degrees. One
earth-mmmded .and one bunkered building are .
centered between the ‘pads.

LAUNCH

" ‘Launch Area‘D consists of a Type LD
. launch site and a site support facility (Figure 9).
“It is 10.6 nm.west-northwest of the complex
-support fx“cmty in a large clearing. The launch

' "area was first seen'in T
and can be negated on o
d _ -~ The site support facility.is divided into - = -

The launch site wae in a late stage of con- .

struction in ' A
double -security fence, encompassing an-area
approximately 2,200 by 2,000 feet, encloses the
site. - Eleven buildings are within the site,

including one r‘ixissile-ready building 700 feet -

behind the right pad and canted outward about
45 degrees. Four canted buildings and. three
- center buildings (two of them earth mounded)
are apparent between the pads. - A small un-
identified object is visible on each pad. The

. LAUNCH

Launch Area E - condists of a Type IID
launch site and a site support facility (Fig-
ure 10). :It is 16.6 nm west of the complex
support facility'in a heavily wooded area that
- 'was cleared for the site. The launclT area

- NPIC/R-226/64

The site support cility »4 {
northeast of the launch site. It has one ad-
mipistration and housing . séction ' containing
two groups of buildings.
7 buildings, of which 6 are barracks type.

e other gfoup containg 32 buildings, in-
E:xdmg 19 barracks type and 3 L-shaped. . A
power trace enters.the facmty from the norr.h .

AREA D

‘two administration and housing Sections. -One- ~

sectioh, . approximately 1,170 feet southeast

The first grbup has

25X9

of the faunch site, contains 6 buildings, in- -

cluding -4 barracks type and ‘one T-shaped. o
The other section is 4,200 feet south of the B

launch site. It contains 24 buildings, in-

cluding 16 barracks type and 2 L-shaped; 8 .-

unidentified structures; and-'a. batch plant.. An

unidentified oval-shaped. clearing 1,000 feet

long is adjacent to this section. A power trace
' is approximately 4,000 feet to the south.

AREA E

was first seen in

- was not evident in

was in a midstage of construction.

-9 -
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SITE SUPPORT FACILITY
ADMINISTR_A_TION AND HOUSING SECTIONS

Pad orientation M

Pad separatipn - . 11 Buildings . 110 x 30
. Missile-ready building 170" x 125°* 9 Buildings :
* 2 Center buildings . - 110" x 40 3 Buildings .

4 Canted buildings 90 x 30 2 L-shaped buildings

1" Building 80" x 4as' . . . -

1 Building : 45' x 45' 1 T-shaped building
2 Unidentified objects on pads ®

. * LAUNCH SITE

FIGURE 9. LAUNCH AREA D.

- 10 -
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NPIC/R-226/64

- R TY
_ LAUNCHSITE ADMINISST-'I-!E\'??(;? R kit SECTION
Pad orientation 315

Pad separation ) 8 Buildings 110" x 30
2 Missile-ready buildings 170' x 60" : 1 Building 140 x 45'
2 Center buildings 110 x 40' 1 Building ° 95' x 35
-3 Canted buildings 90" x 30" 2 Buildings 90" x 30
1 Building 80" x 45' : . 1 L-shaped building . l7g x 48:

) 1 Building - 60 x 40

NPIC H-D030 (4/64)

FIGURE 10. LAUNCH AREAE.

- 11 -
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. the launch "site, which contains 11 buildings. A
missile-ready building is 700" feet behind each
.pad area. They are both canted outward about
' 45 degrees. Four canted buildings, one of which
appears under construction, and three center
buildings are between the pad areas. Only earth
scarring is apparent where the launch pads will
be constructed. Two small unidentified square
images appear near the center of the pad areas.
“They are
zround.

arently flush with the surface of the.

TOP SECRET RUFF

The site' support facility contains an ad-
ministration and housing section and a housing
section. The administration and housingsection
is 7,000 feet east-northeast of the launch site.
It, contains ‘19 buildings, including 9 barracks

t and one L-shaped. The housing section is
2,B00 feet northéast of the launc¢h site and con-
tains three buildings, all barracks type. A
powér trace approaches the launch area from:
the vicinity of Launch Area B. ’ '

LAUNCH AREA F

1
"Area .F consists of a Type IlIA
and a. site support facility (Fig-

FIGURE 11. LAUNCH AREAF.

ure 11). It is 8.0 nm west-southwest of the
complex support facility in a wooded area -

LAUNCH SITE

- Site orientation 10°
Oval road 990!

Excavation 470" x 150

NPIC H-908 1

~12 -
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that was. cleared
was first seen. in
) but was not evident in

was 1n -are early stage of construction. It is
"secured by a fence encompassing an Aar.ea ap-
- proximately 1,400 by 1,200 feet. Excavation
work is apparent., Two of the. silos and the

- N : ' REFERENCES

PHOTOGRAPHY

MAPS OR CHARTS .

NPIC/R-226/'64

notch for the control bunker may be presel}it,
although photo quality does not permit a defi-
nite confirmation. Three buildings are outside
the security fence, along the access rodd.

The sitg support facility is 2,800 feet north-
east of q-ne' unch site. The heavy woods pré—
vent determination of the number of build.i.t{gs
in the small clearings. '

.- o3

|
|
|
E

SAC. US Air Target Chart, Series 200, Sheet 0156-11HL, 1st ed, Jun 63, scale 1:200,000 (SECRET)

ACIC. ONC D4, 2d ed, Aug 58, scale 1:1,000,000 (CONFIDENTIAL)

REQUIREMENT ' ’ -
NPIC. PC-806/63 (partial answer)-
NPIC PROJECT

J-38.8/63 (partial answer)
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